	Technical Specifications for CCTV
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	Fixed Indoor colour wall mounted (IR) type camera

	
	Video Standard
	PAL/NTSE

	
	Imaging Sensor Device
	1/3” IT Colour CCD

	
	Resolution
	480 TVL resolution or Better

	
	Frame Rate
	25 FPS

	
	Minimum Illumination
	0.2 LUX at F 1.2 or better in colour mode

	
	Signal to noise ratio
	48 DB or better

	
	Electronic Shutter
	1/60 (1/50) to 1/100.000 SEC

	
	IRIS Control
	Auto (DC/VIDEO)

	
	Gain Control
	Auto

	
	Backlight Compensation
	Auto

	
	Sharpness Control
	Auto

	
	Video Compression
	H.264

	
	Flickerless Control
	Auto 

	
	Resolution       
	High

	
	Varifocal Lense Range
	3.5 MM to 8 MM with Auto IRIS

	
	Varifocol lense 
	C/CS Mount, 1/3” : image format, 3.8 MM Varifocal

	
	Operating Voltage
	12 volt DC

	
	Working Temperature
	(-) 10C to 60

	
	Approval
	UL/CE/ISI
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	Digital; Video Camera (DVR)

	
	Video Imput
	16+16 channels (NTSC/PAL) BNC

	
	Signal system
	PAL

	
	Video Compression
	H 264 software compression, fame rate 25 fps (PAL) viewing resolution, 4 Video, 1 Audio

	
	Recording speed
	Should support 25 fps in real time on all the channel for recording with software compression set image quality, brightness, contrast and saturation should support motion detection, time generator & water mark

	
	Programmable Recording
	Provision for programming of recording separately for each camera as per requirement of the bank

	
	Motion Detection
	Provision for programming of motion detection separately for each camera as per requirement of the bank

	
	Zooming
	Zooming and snapshot facility on the recorded image also during play back

	
	Live Viewing
	Minimum 25 fps per channel

	
	Camera Title
	Inbuilt system of alphanumeric characters numbering for each camera

	
	Software compatibility
	Windows XP

	
	Pra and post Alarm
	Motion detection fectures with the facility of setting per and post alarm recording the selected area upto 10 sec.

	
	Water marking Features
	Water marking for law enforcement grade video authentication

	
	Other Features
	Zoom with motion, smart search features recording should be corruption free, enable dead resume and facility to print picture as and when required should be available

	
	File storage
	Recording files stored on ate time basis

	
	Upgradation
	DVR can be upgrade as and when required

	
	Stapling of Picture
	Date and Time stapling on Picture

	
	Quality of store Video
	Quality of stores video range from 100-500M/hour/chennal with the provision to configure the same as per requirement

	
	Screen format
	Screen format 32 divisions

	
	Certification ISI/UL/CE
	

	
	Wiring
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	Power Cables
	For Cameras 2” 0.5 sq. mm., 2 core flat copper PVC insulated power cables (ISI Mark)

	
	Video Cables
	Co-axal multi core PVC insulated cable for video RG-6

	
	Conduit
	PVC pipes (ISI Mark)


