UCO BANK

FURNISHING OF PHASE 1, MOHALI BRANCH
REF. NO. 

DATED  

M/S ________________________________

        ________________________________

        ________________________________

Dear Sirs,  

INVITATION OF TENDERS FOR EXECUTING INTERIOR FURNISHING OF OUR BRANCH AT PHASE-1,MOHALI

1. We propose to renovate our  Branch and hereby call for the tenders for executing the Interior Furnishing (which includes Electrical works), in sealed covers duly worked so. In case you are interested to undertake the job, please quote your rates on the enclosed tender’s proformae, in the manner described in relative Terms and Conditions.

2. The tenders must reach in the office ofUCO Bank Zonal Office Chandigarh latest by 4    P.M. on 26.11.2010 The tenders received by us on the proformae enclosed in a sealed cover duly marked “Tenders for executing Interior Furnishing of UCO Bank, Phase -1, Branch,Mohali, will be opened by the Tender Opening Committee constituted for the purpose at UCO Bank Zonal Office Chandigarh Sec 17 Chandigarh on 27.11.2010 in the Office of Chief Officer GAD Zonal Office  in the presence of bidding contractors. If interested, you may also participate in the opening of bid process 

3. Please note that bids / offers / tenders received after the above-stipulated date and time shall not be entertained in any case.

4. The Bank reserves to itself the right to reject any / all of the bid(s) / offers without assigning any reason(s) whatsoever and the Bank’s decision I this regard shall be final and binding.  

Thanking you, 

Yours faithfully,

A.G.M., 

Regional Office, Chandigarh.

Enclosures: As mentioned above (       Sheets)

TENDER DOCUMENT

	1.
	NAME OF THE PROJECT
	INTERIOR FURNISHING AND ELECTRICAL WORKS AT UCO BANK, PHASE -1 BRANCH MOHALI 

	
	
	

	2.
	TIME LIMIT 
	60 DAYS

	
	
	

	3.
	EARNEST MONEY DEPOSIT
	Rs.  20000/-

	
	
	

	4.
	DATE OF COMMENCEMENT OF ISSUE OF TENDER DOCUMENTS
	12.11.2010

	
	
	

	5.
	PLACE OF SUBMISSION OF TENDER DOCUMENTS
	UCO BANK ZONAL OFFICE SCO 55-57 SECTOR 17 B CHANDIGARH

	
	
	

	6.
	DATE AND TIME OF SUBMISSION OF TENDERS
	 26.11.2010  UPTO     4  P.M. 

	
	
	

	7.
	DATE AND TIME OF OPENING OF TENDERS
	27.11.2010   AT 1.30    P.M. 

	8.
	PLACE OF OPENING OF TENDERS


	UCO BANK ZONAL OFFICE SCO 55-57 SECTOR 17 B CHANDIGARH

	
	COST OF TENDER :                         
	RS.1000/-

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	Architect:
	                    Owner:

	
	
	

	
	A V CONSULTANTS
	                    A.G.M.

	
	Architects, Engineers & 

Interior Designers,

Chandigarh

 Ph.  5016202
	                    UCO Bank,

                    Regional Office,

                    Chandigarh

                     Ph _______________________

	
	


LIST OF APPROVED / RECOMMENDED MATERIALS

	S.  NO.

	MATERIALS

	APPROVED BRAND / MANUFACTURERS                                                                                         

	1.
	COMMERCIAL BOARD   

AND PLYWOOD- BWP                       

GRADE  PHENOL BONDED             
	KITPLY, CENTURY, GREENPLY

TRUWOOD



	
	
	

	2.
	1.0 MM THICK LAMINATE             
	CENTURY, FORMICA, GREENLAM, MERINOLAM  ,URO                                                                                 

	
	
	

	3.
	ADHESIVES
	FOR WOOD  - FEVICOL

                                                                                          FOR GLASS -  ARALDITE      

                                                                                          FOR GRANITE – ARALDITE

	
	
	

	4.
	PAINT     
	I.C.I., NEROLAC, SHALIMAR, BERGER                                                                                       OR ASIAN

	
	
	

	5.
	DOOR CLOSER AND

FLOOR SPRING
	GARNISH, EVERITE, HARDWIN, SANDHU

                             

	
	
	

	6.
	LOCKS
	VISION,GODREJ, PLAZA

	
	
	

	7.
	GLASS  
	PLAIN FLOAT  GLASS OF TRIVENI, ASAHI,   MODIGUARD OR GUJRAT FLOAT GLASS                                                                                  

	
	
	

	8.
	TILE  ADHESIVE
	PIDILITE

	
	
	

	9.
	CERAMIC TILES                              
	KAJARIA, NITCO, BELL                                                                                      

	
	
	

	10. 
	VITRIFIED TILES
	KAJARIA, RAK, NITCO,ASIAN

	
	
	

	
	
	


        REMARKS: 1     ALL OTHER MATERIALS NOT MENTIONED ABOVE SHALL BE ISI / BIS

                                      MARKED 

2. THE CONTRACTOR SHALL GET THE SAMPLE APPROVED FROM THE ARCHITECT/CLIENT  BEFORE COMMENCING THE WORK.

LIST OF APPROVED MAKE OF ELECTRICAL MATERIALS

	S.  NO.

	MATERIALS

	APPROVED BRAND / MANUFACTURERS                                                                                         

	1.
	PVC  WIRES           
	FINOLEX, V-PLAST, NATIONAL 

	
	
	

	2.
	SWITCH SOCKETS
	NORTH WEST, M.K., MDS

	
	
	

	3.
	PVC CONDUITS
	PRECISIONS, ASIAN, DIPLAST    

	
	
	

	4.
	TELEPHONE WIRES
	DELTON, FINOLEX, TCL                           

	
	
	

	5.
	CABLES


	CCI, ICL, FORD GLISTA                           

	
	
	

	6.
	ELCB / RCCB
	MDS, L & T, GE   

	
	
	

	7.
	DB’s
	MDS, L & T, GE   

	
	
	

	8.
	ELECTRICAL FITTINGS                 
	G.E., PHILLIPS, CROMPTON, WIPRO


GENERAL TERMS AND CONDITIONS OF THE CONTRACT

1. The tenders shall be received upto 4  pm on 26.11.2010 and shall be opened AT Zonal Office Sector 17 B Chandigarh on27.11.2010 in the office of Chief Officer GAD Zonal Office Chandigarh.

2. The bank will retain 8% of the value of work done as retention money which will be released after the expiry of defect liability period of 12 months, from the date of completion provided, if there is no defect in the work or defects if any were rectified to the satisfaction of the bank.

3. Earnest Money amounting to Rs 10000/- (Rupees Ten Thousand only)                                  is to be deposited with the tender in the form of Demand Draft / Banker’s Cheque drawn in favour of ‘UCO Bank’ payable at Chandigarh. Tender documents without the Earnest Money are liable to be rejected.

4. The acceptance of a tender will rest with the Competent Authority, who does not bind himself to accept the lowest tender and reserves the right to reject any or all of the tenders received without assigning any reason. All tenders in which any of the prescribed conditions are not fulfilled, or are incomplete in any respect, are liable to be summarily rejected.

5. Canvassing in connection with tenders is strictly prohibited and the tenders submitted by the contractors who resort to canvassing will be liable to rejection. 

6. The work is to be commenced within three days from the date of receipt of allotment letter and completed within 60 days from the date of commencement.

7. The work is to be carried out as per the specifications mentioned in the tenders/ quotations under the supervision of banks Engineer/Architect.

8. No advance shall be made and no secured advance against materials brought to site will be paid. Payment shall be made for the actual value of work done at the branch after the verification of quality and quantity of work by the bank’s Engineer/Architect.

9. The rate shall be inclusive of materials, installation charges, taxes, levies, octroi, VAT etc. The bank shall pay nothing beyond the quoted rates on any account.

10. TDS as applicable shall be deducted from the payments due to the contractor.

11. The quantities mentioned in the schedule may increase or decrease and the contractor will be paid for the actual quantity of work done at the branch and duly verified by the Bank’s Engineer/Architect. Any term may be deleted / omitted by the bank at the time of execution / allotment. No claim from the contractor shall be entertained in this regard.

12. Tenders for works shall remain open for acceptance for a period of 90 days from the date of opening of tenders. If the tenderer withdraws his tender before the expiry of the said period or makes any modifications in terms and conditions of the tender which are not acceptable to the bank, then the bank without prejudice to any other right or remedy is at liberty to forfeit the earnest money.

13. Rates must be quoted clearly in figures and words. The tenderer must sign all the cuttings and overwriting if any.

14. The tenderer apart from being a competent contractor must associate himself with the agencies of appropriate class who are eligible to tender for other works such as Fire Fighting, etc.




15. Insurance of work, materials, workmanship, approval of samples, removal of improper work , clearing site on completion, termination of contract, arbitration, refund of security deposit, retention  money etc.  will be as per standard contract condition in I.B.A. Construction Work Manual/Interior Work Manual.

16. The tenderer should visit the site to ascertain the working conditions and local authority for regulations/ restrictions if any and other information required for the proper execution of the work.

17. If any clarifications are required further, it may be obtained from the Branch Manager/ Bank Engineer/ Architect.

18. Telegraphic/Conditional and late tenders will not be accepted. 

19. The Layout plan and other drawings can be seen in UCO Bank, Regional Office, Chandigarh. 

20. If the rate quoted by the contractor for any item/ items are not workable or abnormally lower than the market rate, the banks may demand Bank Guarantee from the contractor for satisfactory completion of these work. The bank guarantee amount will be not less than 50% of the estimated amount of the items for which the rates are not workable or abnormally low. This bank guarantee will be released after completion of these works (unworkable and abnormally low rated items) to the satisfaction of the Bank.

21. Sealed tenders in prescribed form along with the EMD in two Envelopes (Envelope-I containing EMD and Envelope-II containing tender document) are to be addressed and sent to A.G.M., UCO Bank, Regional Office, Chandigarh.

      Place   Chandigarh

      Date    12.11.2010

UCO BANK

BILL OF QUANTITIES OF INTERIOR FURNISHING

PHASE I, S.A.S. NAGAR.(MOHALI)

All the rates quoted by the contractor shall be for complete finished work including cost of all labour, materials, scaffolding, finished as required with tools, plants, lead, lifts etc. except those specifically excluded in the individual items. All works shall be executed as per specifications and instructions of engineer incharge/architect and shall include the supply and installation at site of all the equipment, ancillary materials as specified and all such items what so ever which may be required to fulfill the intent and purpose as laid down in the specifications. All materials should be as per ISI specifications and with ISI certification marked or as per list of approved material attached.

	S. No
	DESCRIPTION OF ITEMS 
	QUANTITY 
	RATE
	AMOUNT

	1.
	BRANCH MANAGER’S TABLE 

Providing and fixing Branch Manager’s Table 6’-0”x2’-6” wide as per drawing, 2’-6” high made up of 19mm commercial board and finished with 1mm thick laminate of approved make, quality and shade as specified in the detailed drawing. Table shall be provided with one drawer sliding on Italian channels and one cabinet with proper locking arrangements and key board with Italian channels. Tabletop shall be finished with 1.0mm laminate of approved shade & quality. The work includes providing and fixing of footrests, shelf for CPU, furniture locks, wire managers, spirit polishing of teak wood beading etc. complete in all respects to the entire satisfaction of Engineer incharge / Architect.


	1 No.


	
	

	2.
	OFFICER’S TABLE

Providing and fixing Officers Table of size 5’-0”x2’-6” wide, 2’-6” high made up of 19mm commercial board and finished with 1mm thick laminate of approved make, quality and shade as specified in the detailed drawing. Table shall be provided with one drawer sliding on Italian channels and one cabinet with proper locking arrangements and key board with Italian channels. Tabletop shall be finished with 1.0mm laminate of approved shade & quality. The work includes providing and fixing of footrests, shelf for CPU, furniture locks, wire managers, spirit polishing of teak wood beading etc. complete in all respects to the entire satisfaction of Engineer incharge / Architect.


	6 No.


	
	

	3.
	SPA’s TABLE

Providing and fixing SPA’s Table of size 3’-6”x2’-6” wide, 2’-6” high made up of 19mm commercial board and finished with 1mm thick laminate of approved make, quality and shade as specified in the detailed drawing. Table shall be provided with one drawer sliding on Italian channels and one cabinet with proper locking arrangements and key board with Italian channels. Tabletop shall be finished with 1.0mm laminate of approved shade & quality. The work includes providing and fixing of footrests, shelf for CPU, furniture locks, wire managers, spirit polishing of teak wood beading etc. complete in all respects to the entire satisfaction of Engineer incharge / Architect.


	2 No.


	
	

	4.
	CTO COUNTERS 

Providing and fixing of new CTO Counters 2’-6” high made up of 19mm commercial board and finished with 1mm thick laminate of approved make, quality and shade as specified in the detailed drawing. The tables shall have 2’-6” wide working tabletop. Customer top shall be 9” wide at 3’-10½” height. The customer top to be finished with 19mm thick granite top of approved color. The front portion above CTO counter shall be partly commercial board finished with laminate as per details and partly glazed with 5mm thick textured glass as per drawing and Architect’s directions. Each unit of counter (Four units) will be provided with two drawers sliding on Italian channels with proper locking arrangements and key board with Italian channels. Tabletop shall be finished with 1.0mm laminate of approved shade & quality. The work includes fixing of footrests, furniture locks, auto lock with drawers, wire managers, spirit polishing of exposed wooden frame, teak wood beading etc. complete in all respects to the entire satisfaction of Engineer incharge / Architect.


	10 Rft.
	
	

	5.
	CASH COUNTER 

Providing and fixing of new Cash Counter

 3’-10½” high made up of 19mm commercial board and finished with 1mm thick laminate of approved make, quality and shade as specified in the detailed drawing, 2’-6” wide working table top, key board tray, drawer and cupboard. Each unit of cash counters will be 4’-6” long. The cash counter to have 1’-3” wide transaction top at 3’-10 ½” height having 15” wide granite top (19mm thick) of approved color. All exposed surfaces (such as counter front, sides, drawers and cupboards) to be finished with 1mm thick laminate as per details. Tabletop shall be finished with 1.00mm laminate of approved make, shade and quality. The inner exposed surfaces to be painted over one coat of primer with approved shade & color. The work includes fixing of furniture locks, spirit polish of teakwood beading/lipping etc. complete in all respects to the entire satisfaction of Engineer incharge / Architect.


	8.5 Rft
	
	

	5
	COUNTER ON REAR SIDE 

Counter 2’-6” high 2’-0” wide made of 19mm commercial board with 1mm thick laminate of approved color on sides and front. Top at 2’-6” height to be finished with 1.0mm laminate of approved shade & quality. Counter to have drawers / cabinet as per drawing, complete with all accessories like drawer locks, handles and wire managers etc. Teakwood beading on all exposed edges with spirit polish.
	7 Rft
	
	

	6
	SIDE CREDENZAS 

Providing and fixing side credenzas of size  3’-6” x 1’-3” x 2’-6” made of 19mm commercial board with 1mm thick laminate of approved color on top, sides and front, having two drawers and cabinet below as per drawing complete with all accessories like locks, handles  etc. Teakwood beading on all exposed edges with spirit polish


	5 No.


	
	

	7
	FULL HEIGHT PARTITION 
Providing & fixing of full height partitions partly glazed (above 3’-0” from floor level) and made up of 2”x2” partal wood frames at 2’-0” c/c both ways, 6mm commercial ply on both faces finished with 1mm thick laminate of approved make, quality and shade as specified in the detailed drawing, 5mm thick glass with texturing as per patterns on the glazed portions. The opening between the glass frames shall be as per detailed drawings. The work includes spirit polishing of approved shade of woodwork i.e. teakwood beading etc. complete in all respects to the Entire satisfaction of Engineer incharge/Architect.


	265 sq. ft.
	
	

	9.
	CASH CABIN PARTITIONS – 

Providing and fixing cash cabin partitions 7’-0” high, partly paneled and partly glazed, made up of 2”x2” partal wood frames at 2’ c/c both ways, 6mm commercial ply on both faces, sides & back finished with 1mm laminate of approved make, quality & shade as specified in the detailed drawing. The cash counter front partition to be made of partly glazed portion (above 3’-10½” from floor level) above transaction top, with 12mm thick glass on the front. The side and intermediate partitions to be partly glazed made up of 2”x2” partal wood 7’ high finished with 1mm laminate. Above 3’-10 ½” height shall be finished with 5mm thick glass. The work includes spirit polishing of teakwood beading, complete in all respects to the entire satisfaction of Engineer incharge / Architect.
	240 sq. ft.
	
	

	10
	DOORS 

Providing and fixing door shutters and door frames (partly paneled and partly glazed) made up of 5”x1.5” styles and top rail, 8”x1.5” bottom rail and lock rail using 1st class hardwood, 6mm commercial ply to be fixed on both faces finished with 1mm thick laminate of approved make shade and 6mm thick glass with etching (wherever required). The work includes providing and fixing of door frames, fixing of bracers, necessary hardware, teakwood moulded beading etc. (spirit polished) as per bank directions.


	142 sq. ft.
	
	

	11
	SLIDING DOOR 

Providing and fixing sliding door sliding on rails (partly paneled and partly glazed) made up of 5”x1.5” styles and top rail, 8”x1.5” bottom rail and lock rail using 1st class hardwood, 6mm commercial ply to be fixed on both faces finished with 1mm thick laminate of approved make shade and 6mm thick glass with etching (wherever required). The work includes providing and fixing of sliding rail, necessary hardware, teakwood moulded beading etc. (spirit polished) as per bank directions.
	20 sq. ft.
	
	

	12
	MAIN ENTRANCE DOOR 

Providing and fixing main entrance door cum window in teakwood in 31 sq. ft. opening. The work includes providing of the following

a) 6”x2½” door / window frame sections made of teakwood fixed in wall with suitable holdfasts.

b) 5’x6’-9” main door. Door to have 7”x2” top rail and 9”x2” bottom rails and stiles as per design and drawing in teakwood. Door is to be provided with 12mm thick glass with texturing, V-grooving as per design, having 16” high stainless steel door handle, teak wood beading, spirit polishing, etc. complete in all respects.
	21 Rft

38 sq. ft.


	
	

	13.
	FRONT WINDOWS

Providing and fixing windows in front wall in 6”x2 ½” hardwood frame fixed with 6mm glass, to be provided as per drawing, complete with spirit polishing, the work includes removal of existing windows, fixing and making good the wall with plaster, etc.


	90 sq. ft.
	
	

	14
	STORAGE UNIT 

a) Providing and fixing units of ht. 2’- 6” and 1’- 6” deep made up of 19mm commercial board and finished with 1mm thick laminate of approved make, quality and shade as specified in the detailed drawing with drawers and storage rack. Front & two sides to be finished with 1mm thick laminate. Top at 2’-6” height to be finished with 19mm thick granite of approved shade and colour with front edges rounded. In side of the unit to be painted over a coat of primer of approved shade & color. The work includes supplying fixing of hinges, ball catchers, handles, locks, teak wood lipping etc. Teakwood lipping/beading to be spirit polished with approved shade.

b) Providing and fixing units 6’- 9” high made up of 19mm commercial board and finished with 1mm thick laminate of approved make, quality and shade as specified in the detailed drawing with drawers and storage rack. Front & two sides to be finished with 1mm thick laminate. Top at 2’-6” height to be finished with 18mm thick Agglomerated Marble of Euro or equivalent approved shade and colour with front edges rounded. In side of the unit to be painted over a coat of primer of approved shade & color. The work includes supplying fixing of hinges, ball catchers, handles, locks, teak wood lipping etc. Teakwood lipping / beading to be spirit polished with approved shade.

c) Overhead storage units in server room, of size 1’-3”x2’ size with same specifications as above item-(a).

d) P & F soft board finished with 12mm thick foam and upholstery fixed with 40mm waide teakwood beading complete with spirit polishing. 


	9 Rft.

15 Rft.

6 Rft.

50 sq. ft.
	
	

	15
	GYPSUM BOARD FALSE CEILING   

Providing and fixing Gypsum board false ceiling in levels as per the detailed drawing - made up of G.I. frames as specified by Gypsum India limited and 12mm thick Gypsum board with suitable suspenders fixed to the ceiling. Ceiling section, perimeter channel, suspenders etc. shall be standard sections supplied by Gypsum India Ltd. Spacing of intermediate channels shall be at 1200c/c, and ceiling section at 457mm c/c. The work includes finishing of joints, applying primer, two or more coats of acrylic emulsion paints, making cut-out for light fixtures, etc. providing of perimeter channels / beading etc. as per drawing. 

	1439 sq. ft.
	
	

	16
	VITRIFIED TILE FLOORING

Providing and fixing first quality Vitrified Tiles on floor with spacers including skirting of size 2’x2’ of Kajaria or equivalent of approved make, shade & color. The joints should be filled with Laticrete of approved shade and colour. Fixing of floor tiles using adhesive, after chipping the existing floor finish and dismantling the existing skirting including disposal of malba as per the Architects instruction & drawings. (Tile to be in the range of Rs. 80/- per sq. ft.).
	 1439 sq. ft.
	
	

	17
	CERAMIC TILE FLOORING

Providing and fixing first quality Ceramic Tiles on floor of outer verandah including skirting of size 16”x16” of Kajaria or equivalent of approved make, shade & color. The joints should be filled with white cement mixed with pigment matching with colour of tiles. Fixing of floor tiles using adhesive, after chipping the existing floor finish and dismantling the existing skirting including disposal of malba as per the Architects instruction & drawings. (Tile to be in the range of Rs. 50/- per sq. ft.).


	360 sq. ft.
	
	

	18
	VOUCHER STAND– as per specifications laid down in the detailed drawing.


	1 No.


	
	

	19
	ACRYLIC EMULSION PAINT

Applying acrylic emulsion or equivalent paint on walls after scrapping/ removing of existing distemper. The work includes sand papering, applying of wall putty of Birla make, P.O.P etc. to give even and smooth finish as per directions of the Architect.


	2400 sq. ft.


	
	

	20
	ENAMEL PAINT

Applying two or more coats of synthetic enamel paint over a coat of wood / metal primer on doors, windows, shutters, steel grills, ventilators, etc. as per directions of the bank.


	400 sq. ft.
	
	

	21
	HARDWARE

a) Providing and fixing of Godrej night latches in cash cabin doors as per the directions of the Bank.

b) Providing and fixing of Mortice locks of approved make in the rooms of Chief Manager, UPS, Server, etc. as per the directions of the Bank.

c) Providing and fixing of Auto locks of approved make in the drawer of cash counters as per the directions of the Bank.

d) Providing and fixing floor spring of approved make

e) Providing and fixing hydraulic door closures of approved make & color.

f) Providing and fixing of Dead locks of approved make as per the directions of the Bank.


	2 No.

3 No.

4 No.

1 No.

5 No.

1 No.


	
	

	 22
	DISMANTLING JOB 

Dismantling of existing false ceiling, electrical wiring and other fittings etc. The work includes shifting / transportation of the reusable items to the store or any other place within the city as per direction of the bank and removal/dumping of malba of non-useable items at approved dumping site. The work is to be carried out strictly as per direction of Manager or any authorized officer /official of the bank.  
	1 Job


	
	

	23.
	RENOVATION  OF TOILETS 

Renovation of two no.  toilets as per drawing with the following provisions:

a) P & F new flooring with antiskid floor tiles of size 12”x12” of approved make, design and shade – Area 50 sq. ft. 

b) P & F wall tiles of size 8” x 12” up to 6’-9” height of approved make, design and shade fixed with cement sand mortar (Area 230 sq. ft.)

c)  P & F two no. English type w.c’s of Hindware or equivalent with matching cisterns.

d) P & F Mirror size 1’-6 X 2’-0” of approve make- 2 No. 

e) P & F 1No. Urinal with flat back of Hindware or equivalent with matching cistern. 

f) P & F two no. wash basins with pedestal fixed on angle iron supports of approved make and colour of Hindware or equivalent complete with all accessories.

g) P & F C.P. fittings for fresh and tank water as required of approved make / color as per drawing. 

h) P & F Steel towel rails, soap holder and 

     2’ x 1’-6” mirrors of approved make each

     two sets.

i) P & F Steel sink supported on angle iron

 frame alongwith disposal of water outside the toilet.

The work also includes dismantling interiors of existing toilets, removal / plugging of CI /GI pipes, sanitary fittings, etc. The job to be completed in all respects including all civil, sanitary and paint work, construction of IC’s, manholes, connection to nearest existing manhole, etc. to the satisfaction of Engineer In charge / Architect.


	1 Job
	
	

	24
	PILLAR TREATMENT 

Providing pillar treatment by cladding pillars  with 19mm commercial board finished with 1.0mm thick laminate of approved shade and colour, teakwood  cornice, beading, as per design , on pillars, spirit polishing on cornice, beading, complete.


	50 sq. ft.
	
	

	25
	BLINDS

Providing and fixing vertical blinds as per approved color scheme of make Ferrari/Vista/ Neha complete with all accessories. The fabric to be of approved shade and colour. The job includes fixing of channels on mounting brackets, complete in all respect to the entire satisfaction of the Engineer In-charge / Architect


	105 sq. ft. 


	
	

	26
	ROLLING SHUTTERS
Supply and fixing Rolling Shutters on Main Door opening 5’-0” x 8’-0”  and ATM opening 8’ x 8’ of approved make, made of 80 x 1.20mm size M.S. Laths interlocked together through their entire length and jointed together at the end by end-locks mounted on specially designed pipe shaft with brackets, side guides and arrangements for inside and outside locking with push and pull operation complete, including necessary wire springs and 0.90mm thick MS top cover of required thickness for rolling shutter.  


	104 sq. ft.


	
	

	27
	WROUGHT IRON DOOR 
Providing and fixing entrance wrought iron folding door alongwith door frame as per design approved by the Architect.


	40 sq. ft.


	
	

	28
	WROUGHT IRON DESIGNER GRILL 

Providing and  fixing designer wrought iron / cast iron grill – as per design approved by the Architect


	85 sq. ft.
	
	

	TOTAL                                                                                                             




UCO BANK
BILL OF QUANTITIES OF ELECTRICAL WORKS
PHASE I, S.A.S. NAGAR.(MOHALI)

	S.

No
	DESCRIPTION OF ITEMS 
	QUANTITY 


	RATE
	AMOUNT

	1.

2
	ELECTRICAL WORKS

All the rates quoted by the contractor shall be for complete finished work including cost of all labour, materials, scaffolding, finished as required with tools, plants, lead, lifts etc. except those specifically excluded in the individual items. All works shall be executed as per specification and instructions of engineer incharge/architect and shall include the supply and installation at site of all the equipments, ancillary materials as specified and all such items what so ever which may be required to fulfill the intent and purpose as laid down in the specification. All materials should be as per ISI specifications and with ISI certification marked or as per list of approved material attached. The materials shall be duly approved by engineer incharge/architect before incorporation in the actual works. Wiring with PVC insulated stranded copper conductor cable in suitable size recessed PVC conduit of approved design and make and also including the cost of Modular Switches, Modular Sockets, Modular Box for housing switches etc. as required. The wiring rate quoted by the Contractor shall be inclusive of necessary circuit wiring with PVC insulated copper conductor cable and 1mm PVC insulated copper earth wire for earthing in recessed PVC conduit pipes as required. Also including the cost of cutting and refilling the chases as required.

A) Wiring as above but for light point/Fan point/ exhaust fan with 1.5 sq mm  copper conductor PVC insulated wire as required. 

B) Wiring as above but for 5pin 6amp Plug point with 1.5 sq mm  copper conductor PVC insulated wire including providing and fixing of 5pin 6amp socket and switches including earthing and earthing terminal with 1mm PVC insulated copper wire on the existing board along with other switches as required.

C) Wiring as above but for 6pin 16amp Plug point with 4 sq mm copper conductor PVC insulated copper conductor including providing and fixing 6pin 16amp universal socket and 16amp switch, earthing the earthing terminal with 1mm PVC insulated copper conductor drawn directly from D.B. as required.

D) Wiring as above but for telephone point with a pair of 0.51mm tinned and taped copper conductor wire drawn from tag box including providing and fixing RJ11 type telephone socket on 75x75x75mm (nominal size) Modular box in recess with cover as required.

E) Providing, fixing and testing of data cabling / LAN system wiring for 13 No. computers with ‘CAT 6E’ cable and module type face plate with ‘RJ45’ socket (D-Link) complete in all respects. The work to include providing all necessary jack ports, switches for 16 ports,  data cable (D-Link) in 25mm diameter, 2mm thick, PVC conduits of approved quality and make from server room to computer points, cutting chases in walls / floor and repairing the same with CS mortar, complete in all respects. 

F) A.C. Points: Supply, installation and wiring from main panel to MCB direct on wall for AC plant with 4c x 6 sq. mm. copper PVC UA cable as per drawing.

G) Earthing: Earthing with copper plate of 4mm thick plate of size 2’x2’, atleast 15’ deep with 25mm x 3mm copper strip, making manhole in brick masonry in 1:4 CM having C.I. cover, filling with charcoal, salt, atleast 8” above copper plate, complete in all respects. Earth resistivity should not be more than 0.5 ohm.

H) Supplying, fixing, testing and commissioning of cabinet type double door powder coated MCBDB comprising of incoming ELCB / RCCD, outgoing MCB’s, copper neutral and earth bus bar, earthing bolts, interconnection wires, mounting lugs, bolts, grouting, etc. having 

     (a)     MCBDB box 8 way, 3 phase   MCB’s

              of 10/16/32A, 32A TPN,  for light, 

              and power complete.

 (b)    MCBDB box 4 way, 3 phase  with

         outgoing MCB’s of 10/16A for UPS DB. 

       complete in all respects as per architects 

       satisfaction. 

 ELECTRICAL FITTINGS

A) Providing and fixing 2’x2’ Crescent model mirror optics luminaries with paralite P5 louvers of Crompton /Phillips/Wipro make (Cat. No W VP 24336) for recessed mounting complete with all accessories including tube, push fit rotor holder, low loss, open construction copper ballast duly wired up to the terminal block with 3x36W  CFL..
B) Providing and fixing CFL lights of Crompton / Phillips / G.E. / Wipro (Cat. No. WCP 32218) complete with all accessories including push fit rotor holder, low loss, open construction copper ballast duly wired up to the terminal block suitable for 2x18W CFL lamp CLDL218W or equivalent of Philips Make.

C) Providing and fixing wall-mounted fans 400mm of Crompton / Bajaj make oscillating type.

D) Providing and fixing exhaust fans 300mm of Crompton / Bajaj make. 

E) Providing and fixing  4’ Tubelights in with choke etc. complete of Crompton / Philips / Wipro make.

F) Providing and fixing Innova lights of Wipro or Philips or GE make.

G) Providing and fixing 2’-0” long tube lights complete with fittings and accessories of make Crompton / Wipro /  GE / Philips in the cashier counter.

H) Providing connection to computer points. Each computer point shall consist of provision of three sockets and three switches as per drawing and direction of Architect.  The work includes providing Wiring (2x1.5 sq. mm. +1.0mm Earth wire) in 25mm diameter, 2mm thick, PVC conduits of approved quality, cutting chases and repairing the same with CS mortar, complete in all respects. 
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